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      	产品分类

	
			
            	
便携式打印机（蓝牙，红外）



			
            	
Seiko(精工SII)



			
            	
EPSON 爱普生



			
            	
POS58台面/面板打印机



			
            	
BIXOLON SAMSUNG(三星)



			
            	
Citizen(西铁成) 



			
            	
EPL 打印机芯



			
            	
APS打印机芯



			
            	
Fujitsu富士通 打印机芯



			
            	
ALPS 打印机芯



			
            	
STAR printer



			
            	
EPT打印机芯



			
            	
ECG心电图打印机芯打印头



			
            	
未分类打印机芯，及其它配件



			
            	
税控发票,餐饮,厨房打印机



			
            	
面板开孔嵌入打印机



			
            	
高速公路收费专用打印机



			
            	
条码标签打印机



			
            	
通信导航



			
            	
IC集成电路



			
            	
通用条码扫描仪、扫描枪



			
            	
IBM POS



			
          





 	新闻动态

	


 • 各类热敏打印机芯 报价 总汇



 • 医疗仪器打印头对应型号



 • 热敏打印机打印片的更换图解



 • 有关产品型号中“-E”的解释



 • DPU-414-30B 热敏打





			





        	联系我们

	


联系人: 李科军先生

电话: +86-0755-83662036

传真: +86-0755-22638877

手机: +86-13798497616

E-mail: yjx@yjx.net.cn

地址: 深圳市福田区郁金香电子经营部

MSN: sz_lkj@hotmail.com

Skype: sz_lkj

QQ: 905052812

旺旺: 微型打印组件





			


        

      		
产品展示

  	供应80mm热敏打印机芯LT2320V -LT-2320H-LT-2320V-  PF13型 -CY1003502-PDF PF13型 RoHs LT-2320V JM2022ZY1

	





















	产品名称：供应80mm热敏打印机芯LT2320V -LT-2320H-LT-2320V-  PF13型 -CY1003502-PDF PF13型 RoHs LT-2320V JM2022ZY1
	产品编号：供应80mm热敏打印机芯LT2320V -LT-2320H-LT-2320V-  PF13型 -CY
	详细说明：
		
            LT-2220/2320 Thermal

            Printer Mechanism

            	
            

            


	
            Main Features:

            	
             

            

             

            
	
            	
                Line Thermal Printing

                
	
                Ultra Compact Design

                
	
                Lightweight

                
	
                High Reliability

                
	
                57 or 80mm Paper width

                	
                    LT2220: 58 mm

                    
	
                    LT2320: 80 mm

                    


                
	
                Thick Paper capability up to 150 µm

                
	
                24V operation

                
	
                Fixed Platen

                
	
                LT-1220, BD2-1220U & LT-1320 still Available

                


            


	
            The main benefit of thermal printing is high speed printing, low noise operation and excellent high density bar-code printing. Citizen Systems brings a large variety of thermal printer mechanism's to suite many different applications.

            


	
            Order Codes

            	
            Description

            	
             

            


	
            LT2220

            	
            LT-2220 2" Thermal Printer mechanism

            
	
            LT2320

            	
            LT-2320 3" Thermal Printer mechanism

            


	
            Accessories

            	
            Order Code

            	
            Description

            	
             

            


	
            Paper for LT2220

            	
            T5750

            	
            Thermal Paper rolls 57 x 50 mm

            
	
            T5770

            	
            Thermal Paper rolls 57 x 70 mm

            
	
            Paper for LT2320

            	
            T8080

            	
            Thermal Paper rolls 80 x 80 mm

            
	
            T80100

            	
            Thermal Paper rolls 80 x 100 mm

            
	
            Paper Cutter

            	
            ACS225

            	
            Auto Cutter for LT-2220

            
	
            ACS235

            	
            Auto Cutter for LT-2320

            
	
            Gate array

            	
            202LA-00

            	
            Gate Array

            
	
            Control Board

            	
            BD2-2220

            	
            Control Board for LT-2220

            Parallel and RS-232 Interface

            
	
            BD2-2221

            	
            Control Board for LT-2320

            Parallel and RS-232 Interface

            


	
            Specifications

            	
            LT-2220

            	
             

            	
            LT-2320

            


	
            Printing Method

            	
            Line Thermal Dot Printing

            
	
            Total Dots

            	
            432 Dot/Lines

            	
            576 Dot/Lines

            
	
            Dot Density

            	
            8 Dots/mm

            
	
            Printing width

            	
            54 mm

            	
            72 mm

            
	
            Printing Speed

            	
            Max. 150 mm/sec (1200 dot-lines/sec)

            
	
            Sensors

            	
            Head Temperature

            	
            Thermistor

            
	
            Paper Presence

            	
            Photo Sensor

            
	
            Head up

            	
            Photo Sensor

            
	
            Voltage

            	
            VH

            	
            DC 21.6 ~ 26.4V

            
	
            Vdd

            	
            DC 4.75 ~ 5.25V

            
	
            Current Head Vp=5V

            	
            Approx. Max. 5.2A

            
	
            Current Motor Vp=5V

            	
            Approx. Max. 0.41A

            
	
            Paper feeding pitch

            	
            0.125 mm

            
	
            Paper Type

            	
            Thermal

            
	
            Paper Width

            	
            58 mm

            	
            80 mm

            
	
            Paper Thickness

            	
            Standard type 60 ~ 105 µm, A-type: 110 ~ 150 µm

            
	
            Reliability

            	
            Head Pulse Resistance

            	
            50,000,000 pulse or more

            
	
            Head Wear Resistance

            	
            50 Km or more

            
	
            Operating Environment

            	
            Temperature

            	
            0 ~ 45 °C

            
	
            Humidity

            	
            35 ~ 85% RH

            
	
            Storage Environment

            	
            Temperature

            	
            -20 ~ 60 °C

            
	
            Humidity

            	
            10 ~ 90% RH

            
	
            External Dimensions

            (W x D x H)

            	
            91.5 x 58 x 20 mm

            	
            108 x 58 x 20 mm

            
	
            Weight

            	
            Approx. 87g

            	
            Approx. 99g

            


	
             

            	 	
             

            

 

		
      ←[上一个产品：PF13型 RoHs LT-2320V JM2022ZY1]
      
      [下一个产品：DP-614DFCV DP-610 DP-612 DP-617DMFPCGV .pdf]→
      


  

	相关产品：


  
		 
	LT-2220/2320 Thermal Printer Mechanism

                    LT-2220/2320 Thermal Printer Mechanism


              		 
	80mm热敏机芯LT2320V

                    80mm热敏机芯LT2320V


              		 
	LT-2320V

                    LT-2320V


              		 
	PF13型 RoHs LT-2320V JM2022ZY1

                    PF13型 RoHs LT-2320V JM2022ZY1


              
		 
	龙飞LF-500 远方EF-2100L EF-2100S 优创3150X EF-2100AL打印头

                    龙飞LF-500 远方EF-2100L EF-2100S 优创3150X EF-2100AL打印头


              		 
	EPL2052S2

                    EPL2052S2


              		 
	LT-289

                    LT-289


              		 
	MLT-289XS

                    MLT-289XS
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在线 服务

























