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      	产品分类

	
			
            	
Seiko(精工SII)



			
            	
便携式打印机（蓝牙，红外）



			
            	
EPSON 爱普生



			
            	
POS58台面/面板打印机



			
            	
BIXOLON SAMSUNG(三星)



			
            	
Citizen(西铁成) 



			
            	
EPL 打印机芯



			
            	
APS打印机芯



			
            	
Fujitsu富士通 打印机芯



			
            	
ALPS 打印机芯



			
            	
STAR printer



			
            	
EPT打印机芯



			
            	
ECG心电图打印机芯打印头



			
            	
未分类打印机芯，及其它配件



			
            	
税控发票,餐饮,厨房打印机



			
            	
面板开孔嵌入打印机



			
            	
高速公路收费专用打印机



			
            	
条码标签打印机



			
            	
通信导航



			
            	
IC集成电路



			
            	
通用条码扫描仪、扫描枪



			
            	
IBM POS



			
            	
SHEC



			
          





 	新闻动态

	


 • 各类热敏打印机芯 报价 总汇



 • 医疗仪器打印头对应型号



 • 热敏打印机打印片的更换图解



 • 有关产品型号中“-E”的解释



 • DPU-414-30B 热敏打





			





        	联系我们

	


联系人: 李科军先生

电话: +86-0755-83662036

传真: +86-0755-22638877

手机: +86-13798497616

E-mail: yjx@yjx.net.cn

地址: 深圳市福田区郁金香电子经营部

MSN: sz_lkj@hotmail.com,sz_lkj

Skype: sz_lkj,sz_lkj@hotmail.com

QQ: 905052812

旺旺: 微型打印组件





			


        

      		
产品展示

  	MP1245-HS.PDF

	





















	产品名称：MP1245-HS.PDF
	产品编号：MP1245-HS.PDF
	详细说明：
	 
	
            	
                        MP1245-HS

                        	
                        Products

                        


            
		


		

            		
                        Features

                        
	
                        Features Ultra compact design (weight 40 g) - Easy electrical replacement - No loose wiring (a single flex-cable houses all wiring) - Ergonomic design (centered paper path allows uniform and aesthetic housing design) - High reliability in an extremely small size - Prints high quality characters at speed up to 90 mm/s - Low cost - LV HS versions available

                        


            

            	
                        Options

                        
	 
                        ChipSet

                        CSM05

                         	

                         


            

            	
                        Applications

                        
	
                        EFTs POS

                        Fiscal printers

                        Medical equipments

                        Portable printers and terminals

                        Hand held terminals

                        Measuring Instruments and Analysers

                        Data terminal devices

                        Taxi meters

                        Cash register

                        


            

            	
                        Specifications

                        
	
                        Printing method:

                        	
                        Thermal

                        
	
                        Number of dots:

                        	
                        384

                        
	
                        Resolution (dots/mm):

                        	
                        8

                        
	
                        Printing width (mm):

                        	
                        48

                        
	
                        Paper width (mm):

                        	
                        58

                        
	
                        Max. paper thickness (um):

                        	
                        80

                        
	
                        Paper loading:

                        	
                        Automatic

                        
	
                        Printing speed (mm/s):

                        	
                        90

                        
	
                        Paper detection:

                        	
                        Photo Interrupter

                        
	
                        Temperature detection:

                        	
                        Thermistor

                        
	
                        Voltage range (Logic/Head):

                        	
                        3.0-5.25 / 4.5-8.5

                        
	
                        Dot resistance (Ohm):

                        	
                        176

                        
	
                        Energy per dot (mJ):

                        	
                        0.13

                        
	
                        Stepper motor (Ohm):

                        	
                        Bipolar (12)

                        
	
                        Weight (g):

                        	
                        40

                        
	
                        Life/reliability:

                        	
                        50km/100M pulses

                        
	
                        Operating temperature (C):

                        	
                        0 to +50 non cond.

                        
	
                        Operating humidity (%):

                        	
                        20 to 85 non cond.

                        
	
                        Dimensions (WxDxH mm):

                        	
                        68.5x41x15

                        
	
                        Technical Manual 1:

                        	
                        MP1245

                        


            

            	
                        Download file (PDF format)

                        
	
                         

                        


            

            	
                        Technical Manual (only for registered user)

                        
	
                         

                         


            

 

		
      ←[上一个产品：ELM205-HS    ELM205-LV thermal printer .PDF]
      
      [下一个产品：FHP6248MWCRA .pdf FHP6248-MWCRA .pdf]→
      


  

	相关产品：


  
		 
	EPM205-HS

                    EPM205-HS


              		 
	ELM205-HS    ELM205-LV thermal printer .PDF

                    ELM205-HS    ELM205-LV thermal printer .PDF


              		 
	FHP6244MWCRA .pdf

                    FHP6244MWCRA .pdf


              		 
	Fujitsu FTP-628MCL701

                    Fujitsu FTP-628MCL701


              
		 
	Mp1245K-HS .pdf

                    Mp1245K-HS打印头


              		 
	ELM208-HS

                    ELM208-HS


              		 
	FTP-622MCL101 (front paper insertion)

                    FTP-622MCL101 (front paper insertion)


              		 
	APS- SS205

                    APS- SS205
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在线 服务

































