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Seiko Printer



			
            	
Portable Printer (Bluetooth, infrared)



			
            	
EPSON Printer



			
            	
POS Printer



			
            	
BIXOLON SAMSUNG Printer



			
            	
Citizen Printer



			
            	
EPL Printer



			
            	
APS Printer



			
            	
Fujitsu Printer



			
            	
ALPS Printer



			
            	
STAR printer



			
            	
EPT Printer



			
            	
ECG printer core print head



			
            	
Other electronic parts 



			
            	
Fiscal invoices, dining, kitchen printers



			
            	
Panel hole embedded in the printer



			
            	
Highway toll dedicated printer



			
            	
Barcode Label Printer



			
            	
EEV MAGNETRON LIST



			
            	
IC



			
            	
General Purpose Bar Code Scanne



			
            	
IBM POS



			
            	
SHEC



			
          



	News

	


 • printer mechanism 打印机芯3



 • printer mechanism 打印机芯 2



 • printer mechanism 打印机芯



 • printer



 • SEIKO SII MTP401-40B , MTP4014








	Contact Us

	


Name: Kenn Lee

Tel: +86-0755-83662036

Fax: +86-0755-22638877

Mobile: +86-13798497616

E-mail: yjx@yjx.net.cn

Add: SHENZHEN TULIP TECHNOLOGY CO.,LTD.

MSN: sz_lkj@hotmail.com,sz_lkj

Skype: sz_lkj,sz_lkj@hotmail.com

QQ: 905052812

WW: 微型打印组件






        

      		

  Products

  	Mp1245K-HS .pdf

	

  


















	Product name：Mp1245K-HS .pdf
	Item：Mp1245K-HS .pdf
	Details：
	 aps 90200416


 MP1245K-HS



m3/301375 s/n:0714-BG



产品详细信息: 

产品特性: 规格\型号：MP1245K-HS

打印方式：行式热敏加热打印　 

加热点数：384点　 

点密度：8点／毫米　 

打印宽度：48毫米　 

纸宽：58毫米　 

装纸方式：自动上纸　 

电压范围：5.5V～9.5V　 

最高打印速度：85毫米／秒　 

热敏头片寿命：50公里或1亿次脉冲　 

设计尺寸：68.5x41x15（宽度＊深度＊高度毫米）

应用范围: 收款机;微型打印机;医疗诊断仪器;衡器;
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                        Features

                        
	
                        Features Ultra compact design (weight 40 g) - Easy electrical replacement - No loose wiring (a single flex-cable houses all wiring) - Ergonomic design (centered paper path allows uniform and aesthetic housing design) - High reliability in an extremely small size - Prints high quality characters at speed up to 90 mm/s - Low cost - LV HS versions available

                        


            

            	
                        Options

                        
	 
                        ChipSet

                        CSM05

                         	

                         


            

            	
                        Applications

                        
	
                        EFTs POS

                        Fiscal printers

                        Medical equipments

                        Portable printers and terminals

                        Hand held terminals

                        Measuring Instruments and Analysers

                        Data terminal devices

                        Taxi meters

                        Cash register

                        


            

            	
                        Specifications

                        
	
                        Printing method:

                        	
                        Thermal

                        
	
                        Number of dots:

                        	
                        384

                        
	
                        Resolution (dots/mm):

                        	
                        8

                        
	
                        Printing width (mm):

                        	
                        48

                        
	
                        Paper width (mm):

                        	
                        58

                        
	
                        Max. paper thickness (um):

                        	
                        80

                        
	
                        Paper loading:

                        	
                        Automatic

                        
	
                        Printing speed (mm/s):

                        	
                        90

                        
	
                        Paper detection:

                        	
                        Photo Interrupter

                        
	
                        Temperature detection:

                        	
                        Thermistor

                        
	
                        Voltage range (Logic/Head):

                        	
                        3.0-5.25 / 4.5-8.5

                        
	
                        Dot resistance (Ohm):

                        	
                        176

                        
	
                        Energy per dot (mJ):

                        	
                        0.13

                        
	
                        Stepper motor (Ohm):

                        	
                        Bipolar (12)

                        
	
                        Weight (g):

                        	
                        40

                        
	
                        Life/reliability:

                        	
                        50km/100M pulses

                        
	
                        Operating temperature (C):

                        	
                        0 to +50 non cond.

                        
	
                        Operating humidity (%):

                        	
                        20 to 85 non cond.

                        
	
                        Dimensions (WxDxH mm):

                        	
                        68.5x41x15

                        
	
                        Technical Manual 1:

                        	
                        MP1245

                        


            

            	
                        Download file (PDF format)

                        
	
                         

                        


            

            	
                        Technical Manual (only for registered user)
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  	Related Products :


  
		 
	ELM208-HS

                  ELM208-HS

		 
	ltp02-245

                  ltp02-245

		 
	FTP-622MCL101 (front paper insertion)

                  FTP-622MCL101 (front paper insertion)

		 
	EPM208-LV

                  EPM208-LV


		 
	APS ELM-208 Replacement

                  APS ELM-208 Replacement

		 
	EPM203-LV

                  EPM203-LV

		 
	APS- SS205

                  APS- SS205

		 
	thermal printer  EPM205-LV.pdf

                  thermal printer  EPM205-LV.pdf
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